Appl. No. 10/509,613 
Amendments to the Claims 



The following is an amendment to and a complete listing of 
the claims which replaces all prior listings of claims in this 
application. 

1. (currently amended) An information band for application 
around preferably the a wrist of a wearer and for containing 
actual information about the actual person wearer, comprising: 
and which consists of a clip [[(2)]] and a band [[(3)].], said 
clip (2) comprises including a lid part [[(5)]] pivotably 
connected to a bottom part [[(4)]], a locking device, and a at 
least one squeezing means for exerting a squeezing force to 
maintain said clip in a closed position -f€rj — being formed within 
and between said lid and bottom parts^ (4,5) and said lid and 
bottom parts (4,5) — crerrt being able to be snapped to the closed 
position together in a direction towards each other by aid of 
[[a]] said locking device [[(16)]] during a simultaneous 
squeezing and fixation into position of [ [the] ] end portions 
[[(7,8)]] of [[the]] said band [[(3)]] by aid of said squeezing 
means [[(6)]] during the application of said band [[(3)]], said 
locking device including a hook formation on a gable wall 
protruding from a first end of said bottom part of said clip and 
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an edge portion formed on said lid part, said edge portion having 
an edge recess so that during a snapping together, said lid and 
bottom parts of said clip, said hook formation is received in 
said edge recess so that said locking device is in a locked 
position and a slit portion which allows said hook formation to 
be accessible when said locking device is in the locked position, 
characterized in that said clip (2) comprises at least two 
squeezing means (G) , — each of which has including at least orre 
male bulge (9) two bulges formed in [[the]] said bottom part^_ -f4f 
and a recess — (10) being at least two recesses formed in [ [the] ] 
said lid part , each recess [[(5)]] co-operating with [[each]] a 
bulge [[(9)]], and between said recesses (10) a middle string in 
the form of a wall [[is]] provided between said at least two 
recesses , said middle string protruding inwardly between said at 
least two bulges [ [which] ] during a snapping together of said lid 
and bottom parts of said clip protrudes inwards between the male 
bulges — (-9-) — and after the application of the band helps to the 
squeezing and positioning of the to exert a squeezing force on 
said end portions [[(7,8)]] of [[the]] said band [[(3)]] after 
said locking device is in the locked position, wherein -a 
lockable, — snappable co - operation between the parts constituting 
said locking device — f-Hr) — comprising a hook formation — Hr2i — on the 
inside of a gable wall — — protruding in the free end — (-16-) — of- 
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the bottom part — Hi — and an edge portion (14) — formed in the free 
end (17) of the lid part (0), said hook formation (12) having an 
under — side being co-operable with the upper side of the edge . 
portion (14) , — so that in loosening of the clip (2) — from its 
fixing position a two-handed grip is required to release said end 
portions of said band thanks to the squeezing force of the 
squeezing means — (-&) — against the end portions — (7,0) — of the band 
-f-3i — by that in which one hand is grasping the grasps said lid 
part [[(5)]] of [[the]] said clip [[(2)]] at the same time as -the 
ether another hand loosens the locking position at the upper side 
of the edge portion — (14) by pressing the presses said hook 
formation (12) — outwards , outwardly from said edge portion so that 
said locking device is in an unlocked position . 

2. (currently amended) [[An]] The information band according to 
claim 1, characterized in that the one of said [[free]] end 
portion (14) portions of [[the]] said band [[(3)]] comprises 
includes an opening [[(18)]] for co-operation with and fixing 
into position at said squeezing means [[(6)]]. 
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